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MEC-6300

Multi-Access, Multi-Wireless

Intelligent Edge System Based
On Intel Atom CPU (Denverton-
NS Refresh).

Intel Atom C3558R SoC (4 Cores)

Intel QAT Support (Crypto Acceleration)

1 x DDR4-2400 ECC SO-DIMM (Up to 16GB)

Supports Wi-Fi, 4G/LTE & 5G Wireless Communication

32GB eMMC 5.0 Storage & 2x RJ45 2.5GbE Ports

2x SFP+/SFP 10GbE/1GbE Ports, 2x RJ45 GbE Ports (1x PoE++, IEEE 802.3 bt)

Specifications

Processor 1 x Intel Atom C Processor (Denverton-NS Refresh)

Chipset

System Memory 1 x DDR4 ECC 2400MHz SO-DIMMs

Max Memory Up to 16GB

Ethernet Port 2 x RJ45 GbE Port(s) on board, 2 x RJ45 2.5GbE Port(s) 'g(r)\rp(g?rd, 2 x SFP+ 10GbE Port(s) on board, Up to 6 x Ethernet
Bypass :

Expansion 3 xmPCle (USB 2.0 i BSE %Jd %I&rgg&l‘el(l).(lﬁg_%“g) &3 gct (E I%I()e([{f(ile 1pI rllan%'c(%ogr( m‘lﬁ@r?.o). 1x M.2 (PCle x1
Storage Device 1x 32GB eMMC 5.0

Power Supply DC 54V Input

Dimension (WxDxH) 320mm x 370mm x 95mm (12.8" x 14.8" x 3.8")

Weight (Kg)

1/0

Management Console 1 x D-Sub 9 Console (RS-232/RS-422/RS-485 Co-design), 1 x USB Type-C Console Port, (2~ 6) x SIM Slot Holders
USB Port 1 x USB 3.0 Port(s)

Display Output

LCD Panel

LED / Ethernet
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Operation & Certifications

Operating Environment Temperature: 0 - 40°C (32 - 104°F), Humidity: 5 - 95% RH
Storage Environment Temperature: -40 - 85°C (-40 - 185°F), Humidity: 5 - 95% RH
Certification CE/FCC/UL/VCCI

OS Support Linux
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I Ordering Information

MEC-6300-5D03-001 Desktop, 1 x Intel Atom C, 1 x DDR4 ECC SO-DIMMSs, 2 x SFP+/SFP 10GbE/1GbE, 2 x RJ45 2.5GbE, 2 x RJ45
GbE, 1 x 32GB eMMC, DC 54V input, Indoor

Optional CPUs

Model Core/Thread | Frequency (Max.)

Intel Atom C3338R 2C/2T 1.8 GHz (2.20 GHz) %\9.5
Intel Atom C3558R 4C/AT 2.40 GHz 17w
Intel Atom C3758R 8C/8T 2.40 GHz 26W
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